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WHAT IS AN EOC?

An emergency operations center, or EOC, is a central command and control facility
responsible for carrying out the principles of emergency preparedness and emergency
management, or disaster management functions at a strategic level in an emergency situation,
and ensuring the continuity of operation of a company, political subdivision or other organization.
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WHAT IS WINLINK?

Winlink 2000 (WL2K) is a worldwide system of volunteer resources supporting e-mail by radio,
with non-commercial links to internet e-mail. These resources come from Amateur Radio, the
Military Auxiliary Radio System (MARS), and other volunteer organizations. The system
provides valuable service to emergency communicators, and to licensed radio operators
without access to the internet. The all-volunteer Winlink Development Team (WDT) is
committed to continuous improvement using modern computer and networking technology with

the most efficient and effective radio modes and digital protocols for local, regional and long -
distance applications.

“Winlink allows the use of email to be sent via Amateur Radio using
VHF, UHF or HF radio using a standard email client *
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http://en.wikipedia.org/wiki/Emergency_management
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WINLINK Component- A RADI Oo0

A 6 pin mini din jack for easier connection of TNC or Soundcard
A Packet support of 1200 or 9600 baud is supported




WINLINK Component-ia TNCo

A Aterminal node controller (TNC) is used convert analog signals to digital signals.
A TNC is commonly connected to a computer via serial port and newer devices
use USB connectors.

Timewave

o
& et e 0 e

Timewave

M STA NAL nowen

oo N §

.
:




WINLINK Component-i SOUNDCARDO

A Asound card is an internal computer component that creates and processes audio
signals.

A Soundcards can also be external devices and connected to PC via RCA jacks or
USB port.
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WINLINK 2000 Implementation For EOC

WINLINK Component-an COMPUTERO

Serial port/ Com port USB port




